




Rf
Rg: TM-30 metric measuring color gamut (whether colors are more saturated than under natural light). Rg is 100 for natural light.

Rfh1
Rw 100 for natural light.

380             Wavelength (nm)             780

380             Wavelength (nm)             780

COLOR ACCURACY WHITENESS INDEX SPECTRAL POWER DISTRIBUTIONSERIES/CCT

VIVID WD
2700K

VIVID WD
1800K

Rf: 90, Rg: 100, Rfh1: 90

Rf: 90, Rg: 100, Rfh1: 90

CRI: 95, R9: 95

CRI: 95, R9: 95

Rw: 100
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SPECIFICATIONS BY MODEL NUMBER*  SORAA LED AR111 19W
Model # Product 

Code
CCT  
(K)

Beam 
Angle

Field 
Angle

CBCP 
(Cd)

Total Flux
(Lm) (Lm/W)

McA SNAP

VIVID SERIES

SR111-19-25DM-927/918-01 08714 2700 25 40 5500 1000 53 3 -

SR111-19-36DM-927/918-01 08716 2700 36 60 2500 1000 53 3

920Lm

915Lm-

CCT: Correlated Color Temperature  McA: White Point Accuracy in McA step SNAP: SORAA SNAP System Compatible  

*Specifications are at stable warm operating conditions (25°C ambient) 

90deg
Lumens


